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1. Angular contact ball bearing 7xxx / 3xxx - 4 digits)
B : Contact angle of 40°

2. Tapered roller bearing (3xxxx - 5 digits)
A : Higher load ratings
X :Dimensional changes (not visible)

3. Cylinder roller bearing (N NU NJ NUP NN NCF)
E : Higher load ratings
EM : Higher load ratings, brass cage
NA : Not interchangeable (not visible)

Suffixes overview

4. Spherical roller bearing (2 – 5 digits)
C : Steel cage

MA C4 F80 : Vibration screen

5. Spherical roller thrust bearing (29)

EM : Higher load ratings, brass cage

6. Cage
Steel : Suffix depends of the bearing type

M : Brass cage
CA : Brass cage 1 part
MB : Brass cage 2 parts (Don’t touch the outer ring )
MA : Brass cage 2 parts (Touch the outer ring )
TN : Polyamide cage (plastic)
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7. General
P0, P6, P5, P4 : Precision class
C1, C2, C3, C4 : Radial clearance
S0, S1, S2, S3 : Operating temperature
P51, P61 : Combination of P5, + C1
K, K30 : Tapered bore
X : Dimensional changes (not visible)

N : snap ring groove in the outer ring
NR : snap ring groove including snap ring
RS : 1 rubber seal
2RS : 2 rubber seals
Z : 1 steel shield
ZZ : 2 steel shields
W33 : Lubrication groove and holes

Suffixes overview
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8. Rollway numbers

RT 2036 : Tapered roller bearing, 2 rows,
d= 5x36 = 180mm

RC 42/500 : Cylinder roller bearing, 4 rows,
d= 500mm

RTT 2050 : Tapered thrust roller bearing, 2 rows,
d= 5 x50 = 250mm

RCT 1260 : Cylinder thrust roller bearing, 1 row,
d = 5x 60 = 300mm

RCTD 2040 : Tandem bearing made in China, 2 rows,
d= 5 x40 = 200mm
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